7157 N. Austin Avenue
Niles, IL. 60714
Ph: 800-647-7180 Fx: 800-255-3027
sales@medtrol.com www.medtrol.com

MATERIAL SAFETY DATA SHEET

Super-Chlor®, Gluco-Chlor®
Chloro-Sol®, Chloro-Sol® Spray,
Qwik-Chlor™ Kit I and Il contains Chloro-Sol®

EPA REGISTERED
EPA Est. No: 69687-1L-01
EPA Reg. No: 69687-001 (Super-Chlor, Gluco-Chlor)
EPA Reg. No: 69687-002 (Chloro-Sol, Chloro-Sol Spray)
EPA Reg: California
Prepared: February 2008

SECTION I MANUFACTURER INFORMATION
CHEMICAL BLENDER: JCI JONES CHEMICAL, INC. PHONE: 317-787-8382
100 SUNNY SOL BLVD. EMERGENCY PHONE: 800-446-1014
CALEDONIA, NY 14423 CHEMTREC: 800-424-9300
PRODUCT MANUFACTURER: MEDTROL, INC. PHONE: 800-647-7180

7157 N. AUSTIN AVENUE
NILES, IL. 60714
CAS NUMBER: 7681-52-9

EPA EST. NO: 1744-IN-1

EPA REG. NO: 1744-20007
TRADE NAME: Sunny Sol® Bleach
FORMULA: NaOCl

CHEMICAL NAME: Sodium hypochlorite

SECTION Il HAZARDOUS INGREDIENTS
Material % by Weight CASNo OSHA Pel ACGIH TW

Sodium hypochlorite 0.525-0.656 7681-52-9 Not Applicable Not Applicable

Inert Ingredients Balance @~ 00 e Not Applicable

Carcinogenicity Status: NTP-No, IARC-No, OSHA-No




MATERIAL SAFETY DATA SHEET

SECTION 111 FIRST AID

KEEP OUT OF REACH OF CHILDREN

INHALATION: IF BREATHING PROBLEMS DEVELOP, REMOVE TO FRESH AIR. CALL PHYSICIAN IF
EXPOSURE IS SEVERE.

SKIN CONTACT: WASH WITH PLENTY OF SOAP AND WATER OR SHOWER.

EYE CONTACT: FLUSH WITH WATER FOR AT LEAST FIFTEEN (15) MINUTES WHILE HOLDING
EYELID OPEN. GET PROMPT MEDICAL ATTENTION.

INGESTION: IF SWALLOWED, DRINK LARGE AMOUNTS OF WATER. DO NOT INDUCE VOMITING.
CALL APHYSICIAN OR POISON CONTROL CENTER IMMEDIATELY.

SECTION IV SPECIAL PRECAUTIONS AND HAZARDS

SODIUM HYPOCHLORITE IS A STRONG OXIDIZING AGENT. MIX ONLY WITH WATER. MIXING THIS
PRODUCT WITH GROSS FILTH SUCH AS FECES, URINE, ETC. OR WITH AMMONIA, ACIDS, OR
DETERGENTS OR OTHER CHEMICALS MAY RESULT IN HAZARDOUS GASES THAT MAY IRRITATE THE
EYES, LUNGS, AND MUCOUS MEMBRANES.

SECTION V STORAGE AND HANDLING

STORE PRODUCT AT ROOM TEMPERATURE AWAY FROM DIRECT SUNLIGHT, UV LIGHT AND
INCOMPATIBLE MATERIALS AS DESCRIBED IN SECTION IV. ROTATE ALL INVENTORY.

PRODUCT STABLE FOR AT LEAST 12 MONTHS AFTER MANUFACTURED. SEE “EXPIRATION DATE” ON
EACH PACKET OR CONTAINER OF PRODUCT.

SECTION VI ADDITIONAL WARNINGS

This Material Safety Date Sheet was prepared to comply with the Occupational Safety and Health Administration
(OSHA) Hazardous Communication Standard (29 CRF 1910.1200). The material contained herein was provided by
the manufacturer and is believed to be correct for the products listed on page 1 and not in combination with any other
products (see SECTION 1V). Medtrol, Inc. makes no warranty expressed or implied regarding the accuracy of this
data. The user is responsible for determining whether these products are suitable for their specific use. The user
assumes all risks for their use, handling, and disposal of the product. Medtrol assumes no responsibility for injury from
the use of the products tested on page 1 of this MSDS.




